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A compact vacuum pump
optimal for built-in applications

Iwaki Air Pump APN-S041 is a compact vacuum pump for built-in applications.

High vacuum capability with ultimate vacuum up to 9.33 kPa (70 torr).

It realizes compact design, ideal for built-in applications.

High vacuum capability (up to 9.33kPa [70 torr])

Both 2 wire and 4 wire available (control signal, pulse output)

1 - 5VDC variable speed control

Built-in BLDC motor driver circuit

Small and compact design

Less vibration and noise

Applications: Medical analyzer, Analytical equipment, general equipment
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Construction and materials

Speci�cations
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Actual pumps may di�er from the photos. Speci�cations and dimensions are subject to change without prior notice. For further details please contact us.
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: IWAKI Europe GmbH
: IWAKI Europe GmbH
: IWAKI Europe GmbH (Netherlands Branch)
: IWAKI Europe GmbH (Italy Branch)
: IWAKI Europe GmbH (Spain Branch)
: IWAKI Belgium N.V.
: IWAKI Nordic A/S 
: IWAKI Suomi Oy
: IWAKI France S.A.
: IWAKI Norge AS
: IWAKI Sverige AB
: IWAKI Pumps (UK) Ltd.

European o�ce
Germany
Holland
Italy
Spain
Belgium
Denmark
Finland
France
Norway
Sweden
U.K.

Caution for safety use: 
Before use of pump, read instruction manual carefully to use the product correctly.

IWAKI has global net work.
Please �nd your distributor location at w w w.iwak ipumps. jp

Our products and/or parts of products fall in the category of goods contained in control list of international regime for export control. 
Please be reminded that export license could be required when products are exported due to export control regulations of countries.Legal attention related to export.
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: IWAKI America Inc.
: IWAKI America Inc. (Argentina Branch)
: IWAKI Do Brasil Comercio De Bombas Hidraulicas LTDA.
: IWAKI Singapore Pte Ltd.
: IWAKI Singapore (Indonesia O�ce)
: IWAKIm Sdn. Bhd.
: IWAKI Pumps Australia Pty Ltd.
: IWAKI Pumps Co., Ltd.
: GFTZ IWAKI Engineering & Trading Co., Ltd.
: IWAKI Pumps (Shanghai) Co., Ltd.
: IWAKI Korea Co.,Ltd.
: IWAKI Pumps Taiwan Co., Ltd.
: IWAKI (Thailand) Co.,Ltd.
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The posting and copying from this catalogue 
without permission is not accepted �rmly.

Model APN-S041ME-D3/D4 *

Max. �ow 0.8 L/min
Max. vacuum 9.33 kPa
Output 2.2 W
Power consumption 6.0 W
* D3: 2 wire, D4: 4 wire

Current draw 0.25 A or less
Voltage DC24V
Mass 0.4 kg
Gas temp. 0 - 40 °C
Ambient temp. 0 - 40 °C
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Pump head
GFRPPS

Valve
EPDM

Hose

Retainer plate
PPS

Diaphragm
EPDM

Screw
SUS

Valve seat
GFRPPS


